Improved Buckeye Iron Planes 

A series of new iron planes, embracing the Buckeye 
jack and fore planes, has just been brought out by the 
Buckeye Saw Vise Co., 2050 West Fifty-fifth street, 
Cleveland, Ohio. The smooth plane measures 9% in. in 
length, having a 2-inch bit and weighing 2% lb. The 
cap plate in Buckeye planes has heretofore been made 
stationary in the plane and the bit had to be taken 
out and put back through the bottom of the plane. In 
the new Buckeye plane the cap plate is made removable 
from the plane with the bit and they are removed and 
replaced very quickly. The company states that it is 



Fig. 10—Showing How the Cap and Bit Are Removed from 
the Buckeye Smooth Plane 

impossible to put the cap plate and bit in wrong, as 
they are dropped into their place together, and the 
tension screw is then tightened, after which the plane is 
ready for use. To remove the cap and bit from the 
plane the tension screw is turned out until the cap 
rests on the bit, the thumb is placed under the bit and 
two fingers are placed on the cap, all as shown in Fig. 
10 of the illustrations, after which they are pulled out 
together. To adjust the bit to cut a finer or a thicker 
shaving the adjusting screw near the handle is turned 
down or out. The adjusting screw has four actions— 
up and down, and to right and left. To square the 
bit with the bottom of the plane the adjusting screw 
is’ simply pushed to the right or left. It is stated that 
these planes will not tear out, chatter or clog, even 
when they are used against the grain in difficult wood. 
The smooth plane is suitable for veneer work. The 
company states that the new planes are particularly 
adapted for use in manual training schools because of 
the ease with which they may be set. 




94 


THE BUILDI1 


You can remove 
both Cap-Plate and 
Bit with one motion 


The quickest and easiest set planes on the market. It 
takes but 3 seconds to remove cap-plate with bit and 
drop them in place again, and will cut the same thickness 
of shaving as before taking out. 

Will not clog or tear out even when used 
against the grain in the most difficult wood, 
cleans up veneer work equal to any 
veneer scraper. Made in four sizes: 

Block, Smooth, Jack and Fore. 

Buckeye Saw Vise Co. 

2050 W. 55th Street, Cleveland. Ohio 







